
T-TRAK Module Kit
12"x14" Straight Table
Designed for to use with Kato track

 In a perfect world all the modules would fit together exactly the 
same. However, we know that’s not the case. At Osborn Model Kits, 
we believe we have designed a product that sets the standard for 
all T-Trak modules. T-Trak is one of the fastest growing modular 
designs in recent years. Our modules are easy to build because of 
the interlocking construction and can be built up in very little time. 
The quality Birch plywood is laser cut for an accurate fit. Two 
unique features with our kits is the method of mounting the 
suggested Kato track (sold separately) to the surface and a jig to 
use to accurately position the track on the table. All these things 
come together to create a module that will be consistent every time. 
Other manufactures track can be used on this module as well. 
Using the conventional cork, track and ballast method you can still 
achieve a stunning result. The supplied jig can still be used to 
position the track. Keep in mind a portion of the Kato track needs 
to be used in order to snap the modules together.

Additional items and tools required to complete module
Kato track 2 PCS 20-000
Kato track 2 PCS 20-040
Phillips #2 screw driver
Hex key 3/16" 
Hex key 15/64"
White glue

About building this module



Step 1
Inner frame
Glue wood washers to the four lower corner brace where indicated. 
Glue the corner braces into the positions shown. Make sure the 
lower corner brace is installed with the washer facing down.   
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Step 2
Outer facing
Glue the outer panels into place. Use the #4x3/8" screws provided 
to position and clamp wile the glue drys.
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Step 3
Adjustable feet
Screw the four thread inserts into the lower corner braces using a 15/64" hex 
key until the flange is seated. Screw in the four 1/4-20x1.25" cap screw using 
a 3/16 hex key into the thread inserts. These will become your adjustable feet.  
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Step 4
Frame tops
Run a bead of glue along the inside ledge of the frame then 
place the frame tops onto the ledge. Use a book or similar 
as a weight until the glue drys.
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Glue tab

Screw hole flange

Step 5
Building and placement of Jigs
Place the outer half with the engraving
on it against the face of one of the inner 
half pieces. Align the screw hole and 
drive in the #4x1/2" screw. Make up 
the other side so that it is the opposite
of the other jig. You are now ready to
use the jigs to lay your track.    

Step 6
Mounting the track
Fig A 
Place glue tabs onto the screw 
hole flanges on the bottom side 
of the track. The holes in the glue 
tabs are elongated, make sure 
that you centre the screw hole 
flange in the centre of the 
elongated hole. This will allow for any fine adjustment before the
glue sets. These should be place on the flange just enough so 
that they don't fall off when the tracked is turned over. 

Fig A
Remove one of the top screws on 
the sides where your track will end. 
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Fig B
Place the jig on the edge of the 
table so that the inner half sits on 
the top surface of the table and 
the outer half sits against the side 
face of the table. Insert the #4x1/2"
screw into the slotted hole on the 
jig and into the removed screw 
hole in the table, this will hold the jig in position. Make sure the 
inner corner is sitting on the edge and butt up against the edge 
of the table. Now do the same to the other side of the table    
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Step 7
Table Height Adjustment
The best scenario for table height 
adjustment is to not have to adjust 
the height at all. But when you do 
need to you have that option. 
Insert a 1/4" hex key into the hole 
on the corner you would like to 
adjust. Turn clockwise till you 
reach the desired height.
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Fig B 
Place a liberal amount of white 
glue onto the  bottom of the glue 
tab.      

Fig C 
With the glue tabs in position and 
glue applied to them, turn the 
sections of track over and place 
one end of the track into the jig 
making sure the end of the 
ballast is butt up against the 
engraved section of the jig. Place 
the other end of the track into the 
jig on the other side. Do the same 
for the other track section. The jigs
will centre the track leaving the 
1mm overhang required by T-Trak 
standards. Place some weights or 
use some tape on the track to help 
hold in position well the glue drys. 
Once glue is dry remove the jigs 
and replace the #4x3/8" screws
that were removed.     
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Step 8
Adding Scenery 
Your table is complete, with the track laid in place. Now it’s time 
to let the artist inside you escape! Be sure to check out all the 
N Scale product available from osbornmodelkits.com, also 
have a look through the following web sites. 

t-trak.org
katousa.com
woodlandscenics.woodlandscenics.com
scenicexpress.com
hunterline.com

Most important! Be sure to check out your local hobby shop

Parts list

Inside side panel
Inside front panel
Inside rear panel
Cross braces
Upper corner braces
Lower corner braces
Wooden washers
Outside side panels
Outside rear panel
Outside front panel
#4x3/8 flat head screws
#4x1/2 round head screws
1/4-20 thread inserts
1/4-20x1.25 cap screws
Track centering jigs
Glue tabs

2
1
1
2
4
4
4
2
1
1
16
4
4
4
2 sets
10
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